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N. B. SPEACH

I, NICHOLAS B. SPEACH, HEREBY CERTIFY THAT THESE
DOCUMENTS WERE PREPARED OR APPROVED BY ME, AND

THAT I AM A DULY LICENSED PROFESSIONAL ENGINEER
UNDER THE LAWS OF THE STATE  OF  MARYLAND,

LICENSE NO. 40263, EXPIRATION DATE: 6/14/21

MARYLAND LICENSE No. 40263

SS0

SITE INFORMATION:
1. THIS PLAN IS BASED ON A SURVEY BY:

BOHLER ENGINEERING
ALTA/ACSM LAND TITLE SURVEY
FILE NO: SB182094
DATE: 09/26/18

2. SUBJECT PROPERTY DESCRIPTION: ASIAN SQUARE LLC, AS RECORDED
IN LIBER 56324 FOLIO 133, TAX MAP GR33 N822.

3. SITE PLAN AREA: 53,736 S.F., 1.23 ACRES

4. SITE PLAN AREA GREEN SPACE: 35% (19,602 S.F.)

5. ZONE: MXCD (MIXED-USE CORRIDOR DISTRICT)

6. SITE ADDRESS: 460 HUNGERFORD DRIVE, CITY OF ROCKVILLE, MD ELECTION DISTRICT 4

7. BUILDING GROSS FLOOR AREA (BANK): 3,270 S.F.

8. USES: SUPERMARKET (EXISTING)
           BANK AND ATM (PROPOSED)

9. ELEVATIONS ARE NGVD29 PER GPS OBSERVATIONS USING KEY NET GPS RTK (VRS) POSITIONS.

10. THE PROPERTY IS LOCATED IN OTHER AREAS ZONE X (AREAS DETERMINED TO BE OUTSIDE THE 0.2% ANNUAL
CHANCE FLOODPLAIN) PER MAP "FIRM, FLOOD INSURANCE RATE MAP, MONTGOMERY COUNTY, MARYLAND AND
INCORPORATED AREAS, PANEL 334 OF 480." DATED 09/29/2006.

NOTE: A SHORT TERM BICYCLE RACK HAS BEEN PROVIDED.

14. OPEN AREA AND PUBLIC USE SPACE REQUIRED PROVIDED

TOTAL OPEN AREA REQUIRED 15% (8,060 SF) 45.8% (24,596 SF)

PUBLIC USE SPACE REQUIRED WITHIN OPEN AREA 10% (5,373 SF) 40.1% (21,579 SF)

11. BUILDING SETBACKS REQUIRED/ALLOWED PROVIDED

FRONT SETBACK (RTE 355 CENTERLINE; EAST) NONE 16.0'

SIDE SETBACK (NORTH) NONE 115.1'

SIDE SETBACK (SOUTH) NONE 50.9'

REAR SETBACK (WEST) NONE 139.7'

12. BUILDING HEIGHT 75' TBD

13. PARKING TABULATION

4 RESERVOIR SPACES PER WINDOW OR FACILITY
1 SPACE PER EMPLOYEE PLUS
1 SPACE PER 300 GROSS SQUARE FOOTAGE
(12 SPACES FOR BUILDING + 10 EMPLOYEES + 8 FOR
DRIVE-THRU WINDOWS & ATMS)

29 SPACES
(INCLUDES 8 RESERVOIR

SPACES)
(2 ADA SPACES - 1 MUST BE

VAN ACCESSIBLE)

38 SPACES
(INCLUDES 8

RESERVOIR SPACES)
(ADA SPACE`S - 2
PROVIDED, 2 VAN

ACCESSIBLE)

NOTE:  ARROWS SHOWN ON PLAN ARE FOR
DIRECTIONAL PURPOSES ONLY AND SHOULD
NOT BE PAINTED ONTO FINISHED SURFACE.1"= 20'

0 2051020

COPYRIGHT ADC THE MAP PEOPLE
PERMIT USE NO. 20602153-5

SCALE: 1"=2000'
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10' LANDSCAPE STRIP
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7' LANDSCAPE STRIP

7' LANDSCAPE STRIP

AREA TO BE TREATED WITH 4-6"
RIVER STONE AT A DENSITY SO
THAT NO LANDSCAPE FABRIC IS
VISIBLE.

AREA TO BE TREATED
WITH 4-6" RIVER STONE
AT A DENSITY SO THAT

NO LANDSCAPE FABRIC
IS VISIBLE.

AREA TO BE
SODDED

AREA TO BE
SODDED

ROOT PRUNING AND TREE PROTECTION FENCE,
SEE CITY OF ROCKVILLE DETAILS A-6 & A-3
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PROFESSIONAL CERTIFICATION

PROFESSIONAL ENGINEER

N. B. SPEACH

I, NICHOLAS B. SPEACH, HEREBY CERTIFY THAT THESE
DOCUMENTS WERE PREPARED OR APPROVED BY ME, AND

THAT I AM A DULY LICENSED PROFESSIONAL ENGINEER
UNDER THE LAWS OF THE STATE  OF  MARYLAND,

LICENSE NO. 40263, EXPIRATION DATE: 6/14/21

MARYLAND LICENSE No. 40263

LSP-3

1"= 20'

0 2051020

COPYRIGHT ADC THE MAP PEOPLE
PERMIT USE NO. 20602153-5

SCALE: 1"=2000'

LOCATION MAP

1

LANDSCAPE
PLAN

PROFESSIONAL CERTIFICATION

E.R. McWILLIAMS

I, ERIC R. McWILLIAMS, HEREBY CERTIFY THAT THESE
DOCUMENTS WERE PREPARED OR APPROVED BY ME,

AND THAT I AM A DULY LICENSED LANDSCAPE ARCHITECT
UNDER THE LAWS OF THE STATE OF MARYLAND,

LICENSE NO. 3697, EXPIRATION DATE:  9/20/20

MARYLAND LICENSE No. 3697
REGISTERED LANDSCAPE ARCHITECT

CITY OF ROCKVILLE - LANDSCAPE COMPLIANCE CHARTS
SECTION REQUIREMENTS CALCULATIONS/PROPOSED

LANDSCAPE
SCREENING AND

LIGHTING MANUAL

SECTION 4 -
LANDSCAPE AND

SCREENING
STANDARDS

d. PARKING FACILITY
LANDSCAPING

2.(a)  LANDSCAPE STRIP AREA ADJOINING A STREET
RIGHT-OF-WAY - PARKING FACILITIES ADJOINING A STREET
RIGHT-OF-WAY MUST PROVIDE A LANDSCAPING STRIP AT
LEAST 10 FEET IN WIDTH.

2. (a) (II) A MINIMUM OF ONE (1) TREE FOR EVERY 40 FEET OF
LOT FRONTAGE MUST BE PROVIDED AS WELL AS AN
EVERGREEN HEDGE PLANTED WITH A MINIMUM OF 15
SHRUBS PER 40 FEET OF LOT FRONTAGE (NO MORE THAN 30
INCHES IN HEIGHT ABOVE THE STREET GRADE), A WALL OR
FENCE, OR OTHER METHODS SUCH AS A CHANGE IN GRADE
OR BERM MAY REDUCE THE SHRUB REQUIREMENT BY 50
PERCENT TO FURTHER REDUCE THE VISUAL IMPACT OF THE
PARKING FACILITY.

HUNGERFORD DRIVE: 104 L.F.

REQUIRED:
10' WIDE LANDSCAPE STRIP
104 L.F. / 40 L.F. = 3 SHADE TREES
104  L.F. / 40 L.F. * 15 = 39 SHRUBS

PROPOSED:
10' WIDE LANDSCAPE STRIP
3 SHADE TREES + 39 SHRUBS

THE "@" SYMBOL IS USED TO IDENTIFY MATERIAL USED TO SATISFY
THIS REQUIREMENT.

(c) INTERNAL LANDSCAPING OF SURFACE PARKING FACILITY
- A MINIMUM OF FIVE PERCENT (5 PERCENT) OF THE
INTERNAL AREA OF A SURFACE PARKING FACILITY MUST BE
LANDSCAPED WITH SHADE TREES.

15,225 S.F. PARKING AREA

REQUIRED: 15,225 * 5% = 762 S.F. INTERNAL LANDSCAPING

PROPOSED: 2,383 S.F. INTERNAL LANDSCAPING

THE "^" SYMBOL IS USED TO IDENTIFY MATERIAL USED TO SATISFY
THIS REQUIREMENT.

(d) MINIMUM SIZE OF PLANTING ISLANDS WITHIN INTERNAL
LANDSCAPE AREA – WITHIN THE INTERIOR OF A SURFACE
PARKING FACILITY, PLANTING AREAS MUST BE PROVIDED
WITH SHADE TREES AND MUST BE WIDE ENOUGH TO
PROTECT THE TREES FROM A VEHICLE'S SWINGING DOORS
AND BUMPER OVERHANG.

(i) PLANTING ISLANDS WHICH ARE PARALLEL TO THE SIDES
OF PARKING SPACES MUST BE A MINIMUM OF NINE (9) FEET
WIDE AND TEN (10) FEET IN LENGTH.

(II) PLANTING ISLANDS AT THE HEADS OF PARKING SPACES
MUST BE A MINIMUM OF TEN (10) FEET WIDE CURB FACE TO
CURB FACE

COMPLIES

ARTICLE III. - RETENTION, TREE REPLACEMENT, AFFORESTATION AND
REFORESTATION REQUIREMENTS

SEC. 10.5-22. - TREE
REPLACEMENT,

REFORESTATION AND
AFFORESTATION.

(a) (1)TREE REPLACEMENT. INDIVIDUAL SIGNIFICANT TREES
REMOVED, WHETHER WITHIN THE FOREST OR OUTSIDE THE
FOREST, SHALL BE REPLACED AT THE FOLLOWING RATES
WITH SIMILAR SPECIES:

SIZE OF SIGNIFICANT TREE REMOVED (INCHES):
12-18 dbh = 1 2 12" (MIN.) CAL. TREE REPLACEMENT
> 18-24 dbh = 2 2 12" (MIN.) CAL. TREE REPLACEMENT
> 24 dbh = 3 2 12" (MIN.) CAL. TREE REPLACEMENT

REPLACEMENT OF A SPECIMEN OR CHAMPION TREE SHALL
BE AT TWICE THE ABOVE RATE.

TREES REMOVED:

819 - QUERCUS PHELLOS - 19"
DBH (2 REQUIRED)
820 - QUERCUS PHELLOS - 17"
DBH (1 REQUIRED)
821 - QUERCUS PHELLOS - 18"
DBH (1 REQUIRED)
822 - THUJA OCCIDENTALIS - 14"
DBH (1 REQUIRED)

MITIGATION REQUIRED: 5 - 2 12"
CAL. TREES

MITIGATION PROVIDED: 5 - 2 12"
CAL. TREES

(d)MINIMUM TREE COVER.

(2) IN THE MXCD, MXTD AND MXNC ZONES, THE MINIMUM
TREE COVER TO BE PROVIDED ON SITE IS TEN (10) PERCENT
OF THE TRACT AREA.

SITE PLAN AREA: 53,736 S.F

REQUIRED: 53,736 S.F. * 10% = 5,374 S.F.
                    5,374 S.F. / 400 S.F. (PER TREE) = 14 SHADE TREES

PROVIDED: 14 SHADE TREES

1"= 80'

40 800

PARKING AREA CALCULATIONS

PARKING LOT AREA

INTERIOR LANDSCAPE AREA

BIORETENTION AREAS PLANTING SCHEDULE
SPECIES

TYPE SPACING SIZE
BMP 1

(944 S.F.)
BMP 2

(560 S.F.)
BMP 3

(907 S.F.)
BMP 4

(584 S.F.) TOTAL
BOTANICAL NAME COMMON NAME KEY HATCH
CLETHERA ALNIFOLIA

'HUMMINGBIRD' SWEET PEPPERBUSH CAHU SHRUB 30" O.C. 1 GAL. CONT. 27 14 27 0 68

CORNUS AMMOMUM SILKY DOGWOOD COA SHRUB 30" O.C. 1 GAL. CONT. 15 13 36 0 64

RUDBECKIA HIRTA BLACK EYE SUSAN RH PERENNIAL 15" O.C. 4" PLUG/POT 140 53 211 115 519

ASTER NOVAE-ANGLIAE NEW ENGLAND ASTER ANA PERENNIAL 15" O.C. 4" PLUG/POT 71 81 0 160 312

JUNCUS EFFUSUS SOFT RUSH JE PERENNIAL 15" O.C. 4" PLUG/POT 126 97 0 155 378 NOTE: ANY MODIFICATION TO THIS PLAN, MUST CONTACT THE LICENSED
LANDSCAPE ARCHITECT WHOSE SIGNATURE RESIDES HEREIN FOR APPROVAL.

NOTE: IF ANY DISCREPANCIES OCCUR BETWEEN AMOUNTS SHOWN IN THE PLAN AND THE PLANT LIST, THE PLAN SHALL DICTATE.

LANDSCAPE SCHEDULE
KEY QTY. BOTANICAL NAME COMMON NAME CAL. / HT. CONT.

SHADE TREES

GTI 7 GLEDITSIA TRIACANTHOS INERMIS THORNLESS HONEYLOCUST 2 1/2-3" CAL. /
12-14' B+B

PXAB 3 PLATANUS X ACERIFOLIA
'BLOODGOOD' BLOODGOOD LONDON PLANETREE 2 1/2-3" CAL. /

12-14' B+B

QBC 4 QUERCUS BICOLOR SWAMP WHITE OAK 2 1/2-3" CAL. /
12-14' B+B

SUBTOTAL: 14

ORNAMENTAL TREES

SRIS 6 SYRINGA RETICULATA 'IVORY SILK' IVORY SILK JAPANESE TREE LILAC 7-8' HT. B+B

SUBTOTAL: 6

DECIDUOUS SHRUBS

CAE 39 CORNUS ALBA 'ELEGANTISSIMA' VARIEGATED RED TWIG DOGWOOD 2-3' HT. & SPREAD B+B

CAHU 68 CLETHRA ALNIFOLIA ' HUMMINGBIRD' SUMMERSWEET CLETHRA
'HUMMINGBIRD'

24-30" HT. &
SPREAD #3 CAN

COA 64 CORNUS AMOMUM SILKY DOGWOOD 18-24" HT. &
SPREAD #3 CAN

RAGL 62 RHUS AROMATICA "GRO-LOW' GRO-LOW SUMAC 12-18" HT. &
SPREAD #1 CAN

SUBTOTAL: 233

EVERGREEN SHRUBS

IMBB 20 ILEX X MESERVEAE 'BLUE BOY' BLUE BOY HOLLY 24-30" HT. &
SPREAD #5 CAN

SUBTOTAL: 20

PERENNIALS

ANA 312 ASTER NOVAE-ANGLIAE NEW ENGLAND ASTER 2 GAL. CONTAINER

JE 378 JUNCUS EFFUSUS COMMON RUSH PLUG PERENNIAL(S)

RH 519 RUDBECKIA HIRTA BLACK-EYED SUSAN 2 GAL. CONTAINER

SUBTOTAL: 1209

emcwilliams
Stamp

emcwilliams
Date



SEEDING SPECIFICATIONS
1.             PRIOR TO SEEDING, AREA IS TO BE TOPSOILED, FINE GRADED, AND RAKED OF

ALL DEBRIS LARGER THAN 2" DIAMETER.

2.            PRIOR TO SEEDING, CONSULT MANUFACTURER'S RECOMMENDATIONS AND
INSTRUCTIONS.

3.            SEEDING RATES:
                                PERENNIAL RYEGRASS                                       1/2 LB/1,000 SQ FT
                                KENTUCKY BLUEGRASS                                     1 LB/1,000 SQ FT
                                RED FESCUE                                                         1 1/2 LBS/1,000 SQ FT
                                SPREADING FESCUE                                           1 1/2 LBS/1,000 SQ FT
                                FERTILIZER (20:10:10)                                         14 LBS/1,000 SQ FT
                                MULCH                                                                   90 LBS/1,000 SQ FT

4.            GERMINATION RATES WILL VARY AS TO TIME OF YEAR FOR SOWING. 
CONTRACTOR TO  IRRIGATE SEEDED AREA UNTIL AN ACCEPTABLE STAND OF
COVER IS ESTABLISHED BY OWNER.

OWNER MAINTENANCE RESPONSIBILITIES
UPON OWNER'S (OR OWNER CONTRACTOR'S) COMPLETION OF LANDSCAPING WORK, THE OWNER IS
FULLY RESPONSIBLE FOR ALL FUTURE MAINTENANCE, CARE, UPKEEP, WATERING, AND TRIMMING OF ALL
INSTALLED VEGETATION, PLANTS, TREE, BUSHES, SHRUBS, GRASSES, GRASS, ORNAMENTAL PLANTS AND
FLOWERS, FLOWERS, GROUND COVER, AND LANDSCAPING, INCLUDING ALL LANDSCAPE ISLANDS AND
AREAS ADJACENT OR PART OF THE LANDSCAPED AREAS.  THIS RESPONSIBILITY INCLUDES, BUT IS NOT
LIMITED TO, THE FOLLOWING:

· TREES ADJACENT TO WALKWAYS AND AREAS OF PEDESTRIAN TRAFFIC MUST BE MAINTAINED TO
ASSURE THAT ANY BRANCHES MUST BE LIMBED UP TO A CLEARANCE HEIGHT OF 7 FT. (FROM ALL
PEDESTRIAN SURFACES) OR PRUNED BACK TO AVOID ANY INTERFERENCE WITH THE TYPICAL PATH
OF TRAVEL.

· TREES WITHIN VEHICULAR SIGHT LINES, AS ILLUSTRATED ON THE LANDSCAPE PLAN, ARE TO BE
TRIMMED TO A CLEARANCE HEIGHT OF 7 FT. (FROM ALL PAVED, TRAVELED SURFACES), OR AS
OTHERWISE INDICATED ON THE PLANS.

· VEGETATIVE GROUND COVER, SHRUBS AND ORNAMENTAL PLANTS AND GRASSES MUST BE TRIMMED
SO THAT NO PORTION OF THE PLANT EXCEEDS 30 INCHES ABOVE GRADE (OF ALL PAVED, TRAVEL
SURFACES) ALONG AND WITHIN THE SIGHT LINES OF PARKING LOTS AND INGRESS-EGRESS WAYS.

· FALLEN PLANT FLOWERS, FRUIT, SEEDS AND DEBRIS DROPPINGS ARE TO BE REMOVED IMMEDIATELY
FROM VEHICULAR AND PEDESTRIAN TRAFFIC AREAS TO PREVENT TRIPPING, SLIPPING OR ANY
OTHER HAZARDS.

THESE REQUIREMENTS DO NOT AFFECT THE PLANT LIFE GUARANTEES THE LANDSCAPE CONTRACTOR IS
REQUIRED TO PROVIDE.

B&B CONTAINER

FINISHED GRADE

REFERENCE: ARCHITECTURAL GRAPHIC STANDARDS 1998 CUMULATIVE SUPPLEMENT

NOT TO SCALE

8-12"

24" MINIMUM

DECIDUOUS AND EVERGREEN
SHRUB PLANTING DETAIL

3" THICK LAYER OF DARK
BROWN DOUBLE
SHREDDED HARDWOOD
MULCH

PLANT SHALL BE
TRANSPLANTED AT THE  SAME

GRADE AS IT BORE IN THE
NURSERY  PLOT PRIOR TO

BALLING AND BURLAPPING.

FOR CONTAINER-GROWN
SHRUBS, USE FINGER  OR
SMALL HAND TOOLS TO PULL
THE ROOTS OUT OF THE  OUTER
LAYER OF POTTING SOIL; THEN
CUT OR PULL  APART ANY
ROOTS THAT  CIRCLE THE
PERIMETER OF  THE CONTAINER

PLANTING MIX:
  1 PART PEAT MOSS

  1 PART COW MANURE
  3 PARTS TOPSOIL PLANTING
MIXTURE WILL  CHANGE WITH

SOIL CONDITIONS

BEFORE PLANTING, ADD 3 TO 4"
OF WELL-COMPOSTED LEAVES
AND  RECYCLED YARD WASTE
TO BED AND  TILL INTO TOP 6"

OF PREPARED SOIL

PLACE SHRUB ON
FIRM SOIL IN
BOTTOM OF HOLE.

UNDISTURBED
SUBGRADE

SOIL SURFACE ROUGHENED
TO BIND WITH NEW SOIL.

REMOVE THE TOP 1/3 OF THE
WIRE BASKET IF PRESENT. ANY

AND ALL TWINE SHALL BE
REMOVED FROM THE SHRUB

BEFORE BACKFILLING. BURLAP
SHALL BE FOLDED BACK INTO

PLANTING HOLE

NOT TO SCALE

EXISTING SUBSOILMINIMUM 6" TOPSOIL

FINISHED GRADE

PERENNIAL/GROUND COVER PLANTING DETAIL

3" THICK LAYER OF
DARK BROWN DOUBLE

SHREDDED HARDWOOD
MULCH

D
DD

TYPICAL PERENNIAL AND GROUND COVER SPACING & LAYOUT

PLANT MATERIAL SPACED  AS  SPECIFIED.
SEE LANDSCAPE SCHEDULE FOR PROPOSED
SPACING.

INCORPORATE 2" OF PEAT INTO 6" OF
PLANTING MIXTURE, AS SPECIFIED

D= PROPOSED ON CENTER
(O.C.) SPACING

SEE LANDSCAPE SCHEDULE
FOR FOR REQUIRED SPACING

TYPICAL PERENNIAL AND GROUND COVER PLANTING
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PROFESSIONAL CERTIFICATION

PROFESSIONAL ENGINEER

N. B. SPEACH

I, NICHOLAS B. SPEACH, HEREBY CERTIFY THAT THESE
DOCUMENTS WERE PREPARED OR APPROVED BY ME, AND

THAT I AM A DULY LICENSED PROFESSIONAL ENGINEER
UNDER THE LAWS OF THE STATE  OF  MARYLAND,

LICENSE NO. 40263, EXPIRATION DATE: 6/14/21

MARYLAND LICENSE No. 40263

LSP-3

2

LANDSCAPE
NOTES &
DETAILS

PROFESSIONAL CERTIFICATION

E.R. McWILLIAMS

I, ERIC R. McWILLIAMS, HEREBY CERTIFY THAT THESE
DOCUMENTS WERE PREPARED OR APPROVED BY ME,

AND THAT I AM A DULY LICENSED LANDSCAPE ARCHITECT
UNDER THE LAWS OF THE STATE OF MARYLAND,

LICENSE NO. 3697, EXPIRATION DATE:  9/20/20

MARYLAND LICENSE No. 3697
REGISTERED LANDSCAPE ARCHITECT

LANDSCAPE SPECIFICATIONS
1. SCOPE OF WORK:
THE LANDSCAPE CONTRACTOR SHALL BE REQUIRED TO PERFORM ALL CLEARING, FINISHED GRADING, SOIL
PREPARATION, PERMANENT SEEDING OR SODDING, PLANTING AND MULCHING INCLUDING ALL LABOR, MATERIALS,
TOOLS AND EQUIPMENT NECESSARY FOR THE COMPLETION OF THIS PROJECT, UNLESS OTHERWISE CONTRACTED BY
THE GENERAL CONTRACTOR.

2. MATERIALS
A. GENERAL - ALL HARDSCAPE MATERIALS SHALL MEET OR EXCEED SPECIFICATIONS AS OUTLINED IN THE STATE

DEPARTMENT OF TRANSPORTATION'S SPECIFICATIONS.

B. TOPSOIL - NATURAL, FRIABLE, LOAMY SILT SOIL HAVING AN ORGANIC CONTENT NOT LESS THAN 5%, A PH RANGE
BETWEEN 4.5-7.0. IT SHALL BE FREE OF DEBRIS, ROCKS LARGER THAN ONE INCH (1"), WOOD, ROOTS, VEGETABLE
MATTER AND CLAY CLODS.

C. LAWN - ALL DISTURBED AREAS ARE TO BE TREATED WITH A MINIMUM SIX INCH (6") THICK LAYER OF TOPSOIL, OR
AS DIRECTED BY THE LOCAL ORDINANCE OR CLIENT, AND SEEDED OR SODDED IN ACCORDANCE WITH THE
PERMANENT STABILIZATION METHODS INDICATED WITHIN THE SOIL EROSION AND SEDIMENT CONTROL NOTES.
1.1. LAWN SEED MIXTURE SHALL BE FRESH, CLEAN NEW CROP SEED.
1.2. SOD SHALL BE STRONGLY ROOTED, WEED AND DISEASE/PEST FREE WITH A UNIFORM THICKNESS.
1.3. SOD INSTALLED ON SLOPES GREATER THAN 4:1 SHALL BE PEGGED TO HOLD SOD IN PLACE.

D. FERTILIZER
1.1. FERTILIZER SHALL BE DELIVERED TO THE SITE MIXED AS SPECIFIED IN THE ORIGINAL UNOPENED STANDARD

BAGS SHOWING WEIGHT, ANALYSIS AND NAME OF MANUFACTURER.  FERTILIZER SHALL BE STORED IN A
WEATHERPROOF PLACE SO THAT IT CAN BE KEPT DRY PRIOR TO USE.

1.2. A FERTILIZER SHOULD NOT BE SELECTED WITHOUT A SOIL TEST PERFORMED BY A CERTIFIED SOIL
LABORATORY.

E. PLANT MATERIAL
1.1. ALL PLANTS SHALL IN ALL CASES CONFORM TO THE REQUIREMENTS OF THE "AMERICAN STANDARD FOR

NURSERY STOCK" (ANSI Z60.1), LATEST EDITION, AS PUBLISHED BY THE AMERICAN NURSERY & LANDSCAPE
ASSOCIATION.

1.2. IN ALL CASES, BOTANICAL NAMES SHALL TAKE PRECEDENCE OVER COMMON NAMES FOR ANY AND ALL
PLANT MATERIAL.

1.3. PLANTS SHALL BE LEGIBLY TAGGED WITH THE PROPER NAME AND SIZE.  TAGS ARE TO REMAIN ON AT LEAST
ONE PLANT OF EACH SPECIES FOR VERIFICATION PURPOSES DURING THE FINAL INSPECTION.

1.4. TREES WITH ABRASION OF THE BARK, SUN SCALDS, DISFIGURATION OR FRESH CUTS OF LIMBS OVER 1¼",
WHICH HAVE NOT BEEN COMPLETELY CALLUSED, SHALL BE REJECTED.PLANTS SHALL NOT BE BOUND WITH
WIRE OR ROPE AT ANY TIME SO AS TO DAMAGE THE BARK OR BREAK BRANCHES.

1.5. ALL PLANTS SHALL BE TYPICAL OF THEIR SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OF
GROWTH: WELL DEVELOPED BRANCHES, DENSELY FOLIATED, VIGOROUS ROOT SYSTEMS AND BE FREE OF
DISEASE, INSECTS, PESTS, EGGS OR LARVAE.

1.6. CALIPER MEASUREMENTS OF NURSERY GROWN TREES SHALL BE TAKEN AT A POINT ON THE TRUNK SIX
INCHES (6") ABOVE THE NATURAL GRADE FOR TREES UP TO AND INCLUDING A FOUR INCH (4") CALIPER SIZE.
IF THE CALIPER AT SIX INCHES (6") ABOVE THE GROUND EXCEEDS FOUR INCHES (4") IN CALIPER, THE
CALIPER SHOULD BE MEASURED AT A POINT 12" ABOVE THE NATURAL GRADE.

1.7. SHRUBS SHALL BE MEASURED TO THE AVERAGE HEIGHT OR SPREAD OF THE SHRUB, AND NOT TO THE
LONGEST BRANCH.

1.8. TREES AND SHRUBS SHALL BE HANDLED WITH CARE BY THE ROOT BALL.

3. GENERAL WORK PROCEDURES
A. CONTRACTOR TO UTILIZE WORKMANLIKE INDUSTRY STANDARDS IN PERFORMING ALL LANDSCAPE

CONSTRUCTION.  THE SITE IS TO BE LEFT IN A CLEAN STATE AT THE END OF EACH WORKDAY.  ALL DEBRIS,
MATERIALS AND TOOLS SHALL BE PROPERLY STORED, STOCKPILED OR DISPOSED OF.

B. WASTE MATERIALS AND DEBRIS SHALL BE COMPLETELY DISPOSED OF AT THE CONTRACTOR'S EXPENSE.  DEBRIS
SHALL NOT BE BURIED, INCLUDING ORGANIC MATERIALS, BUT SHALL BE REMOVED COMPLETELY FROM THE SITE.

4. SITE PREPARATIONS
A. BEFORE AND DURING PRELIMINARY GRADING AND FINISHED GRADING, ALL WEEDS AND GRASSES SHALL BE DUG

OUT BY THE ROOTS AND DISPOSED OF IN ACCORDANCE WITH GENERAL WORK PROCEDURES OUTLINED HEREIN.

B. ALL EXISTING TREES TO REMAIN SHALL BE PRUNED TO REMOVE ANY DAMAGED BRANCHES.  THE ENTIRE LIMB OF
ANY DAMAGED BRANCH SHALL BE CUT OFF AT THE TRUNK.  CONTRACTOR SHALL ENSURE THAT CUTS ARE
SMOOTH AND STRAIGHT.  ANY EXPOSED ROOTS SHALL BE CUT BACK WITH CLEAN, SHARP TOOLS AND TOPSOIL
SHALL BE PLACED AROUND THE REMAINDER OF THE ROOTS.  EXISTING TREES SHALL BE MONITORED ON A
REGULAR BASIS FOR ADDITIONAL ROOT OR BRANCH DAMAGE AS A RESULT OF CONSTRUCTION.  ROOTS SHALL
NOT BE LEFT EXPOSED FOR MORE THAN ONE (1) DAY.  CONTRACTOR SHALL WATER EXISTING TREES AS NEEDED
TO PREVENT SHOCK OR DECLINE.

C. CONTRACTOR SHALL ARRANGE TO HAVE A UTILITY STAKE-OUT TO LOCATE ALL UNDERGROUND UTILITIES PRIOR
TO INSTALLATION OF ANY LANDSCAPE MATERIAL.  UTILITY COMPANIES SHALL BE CONTACTED THREE (3) DAYS
PRIOR TO THE BEGINNING OF WORK.

5. TREE PROTECTION
A. CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL EXISTING TREES TO REMAIN.  TREE

PROTECTION WORK TO BE CONDUCTED BY A MD LTE/ISA CA. REFERENCE THE CITY OF ROCKVILLE, MD FORESTRY
A-6 (TREE PROTECTION FENCE DETAIL), AND A-10 (TRUNK PROTECTION DETAIL).

B. FOR TREE PROTECTION FENCING DETAIL, REFERENCE THE CITY OF ROCKVILLE, MD FORESTRY DETAIL A-6 (TREE
PROTECTION FENCE DETAIL).

C. WHEN THE TREE PROTECTION FENCING HAS BEEN INSTALLED, IT SHALL BE INSPECTED BY THE APPROVING
AGENCY PRIOR TO DEMOLITION, GRADING, TREE CLEARING OR ANY OTHER CONSTRUCTION.  THE FENCING
ALONG THE TREE PROTECTION ZONE SHALL BE REGULARLY INSPECTED BY THE LANDSCAPE CONTRACTOR AND
MAINTAINED UNTIL ALL CONSTRUCTION ACTIVITY HAS BEEN COMPLETED.

D. AT NO TIME SHALL MACHINERY, DEBRIS, FALLEN TREES OR OTHER MATERIALS BE PLACED, STOCKPILED OR LEFT
STANDING IN THE TREE PROTECTION ZONE.

6. SOIL MODIFICATIONS
A. CONTRACTOR SHALL ATTAIN A SOIL TEST FOR ALL AREAS OF THE SITE PRIOR TO CONDUCTING ANY PLANTING.

SOIL TESTS SHALL BE PERFORMED BY A CERTIFIED SOIL LABORATORY.

B. LANDSCAPE CONTRACTOR SHALL REPORT ANY SOIL OR DRAINAGE CONDITIONS CONSIDERED DETRIMENTAL TO
THE GROWTH OF PLANT MATERIAL.  SOIL MODIFICATIONS, AS SPECIFIED HEREIN, MAY NEED TO BE CONDUCTED
BY THE LANDSCAPE CONTRACTOR DEPENDING ON SITE CONDITIONS.

C. FOR SOIL AMENDMENT, REFERENCE THE CITY OF ROCKVILLE, MD FORESTRY DETAILS A-3 (ROOT PRUNING
DETAIL), A-7 (SOIL REHABILITATION DETAIL), AND A-8 (ESTABLISHED TREE SOIL AERATION DETAIL).

7. FINISHED GRADING
A. UNLESS OTHERWISE CONTRACTED, THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR THE

INSTALLATION OF TOPSOIL AND THE ESTABLISHMENT OF FINE-GRADING WITHIN THE DISTURBANCE AREA OF THE
SITE.

B. LANDSCAPE CONTRACTOR SHALL VERIFY THAT SUBGRADE FOR INSTALLATION OF TOPSOIL HAS BEEN
ESTABLISHED.  THE SUBGRADE OF THE SITE MUST MEET THE FINISHED GRADE LESS THE REQUIRED TOPSOIL
THICKNESS (1"±).

C. ALL LAWN AND PLANTING AREAS SHALL BE GRADED TO A  SMOOTH, EVEN AND UNIFORM PLANE WITH NO ABRUPT
CHANGE OF SURFACE AS DEPICTED WITHIN THIS SET OF CONSTRUCTION PLANS, UNLESS OTHERWISE DIRECTED
BY THE PROJECT ENGINEER OR LANDSCAPE ARCHITECT.

D. ALL PLANTING AREAS SHALL BE GRADED AND MAINTAINED TO ALLOW FREE FLOW OF SURFACE WATER IN AND
AROUND THE PLANTING BEDS.  STANDING WATER SHALL NOT BE PERMITTED IN PLANTING BEDS.

8. TOPSOILING
A. CONTRACTOR SHALL PROVIDE A SIX INCH (6") THICK MINIMUM LAYER OF TOPSOIL, OR AS DIRECTED BY THE

LOCAL ORDINANCE OR CLIENT, IN ALL PLANTING AREAS.  TOPSOIL SHOULD BE SPREAD OVER A PREPARED
SURFACE IN A UNIFORM LAYER TO ACHIEVE THE DESIRED COMPACTED THICKNESS.

B. ON-SITE TOPSOIL MAY BE USED TO SUPPLEMENT THE TOTAL AMOUNT REQUIRED.  TOPSOIL FROM THE SITE MAY
BE REJECTED IF IT HAS NOT BEEN PROPERLY REMOVED, STORED AND PROTECTED PRIOR TO CONSTRUCTION.

C. CONTRACTOR SHALL FURNISH TO THE APPROVING AGENCY AN ANALYSIS OF BOTH IMPORTED AND ON-SITE
TOPSOIL TO BE UTILIZED IN ALL PLANTING AREAS.  THE PH AND NUTRIENT LEVELS MAY NEED TO BE ADJUSTED
THROUGH SOIL MODIFICATIONS AS NEEDED TO ACHIEVE THE REQUIRED LEVELS AS SPECIFIED IN THE MATERIALS
SECTION ABOVE.

D. ALL PLANTING AND LAWN AREAS ARE TO BE CULTIVATED TO ADEPTH OF SIX INCHES (6"). ALL DEBRIS EXPOSED
FROM EXCAVATION AND CULTIVATION SHALL BE DISPOSED OF IN ACCORDANCE WITH GERNAL WORK
PROCEDURES SECTION ABOVE. REFERENCE THE "TILL METHOD" CITY OF ROCKVILLE, MD FORESTRY DETAIL A-7
(SOIL REHABILITATION DETAIL).

E. THE SPREADING OF TOPSOIL SHALL NOT BE CONDUCTED UNDER MUDDY OR FROZEN CONDITIONS.

9. PLANTING
A. INSOFAR THAT IT IS FEASIBLE, PLANT MATERIAL SHALL BE PLANTED ON THE DAY OF DELIVERY.  IN THE EVENT

THAT THIS IS NOT POSSIBLE, LANDSCAPE CONTRACTOR SHALL PROTECT UNINSTALLED PLANT MATERIAL.
PLANTS SHALL NOT REMAIN UNPLANTED FOR LONGER THAN A THREE DAY PERIOD AFTER DELIVERY.  PLANTS
THAT WILL NOT BE PLANTED FOR A PERIOD OF TIME GREATER THAN THREE DAYS SHALL BE HEALED IN WITH
TOPSOIL OR MULCH TO HELP PRESERVE ROOT MOISTURE.

B. PLANTING OPERATIONS SHALL BE PERFORMED DURING PERIODS WITHIN THE PLANTING SEASON WHEN
WEATHER AND SOIL CONDITIONS ARE SUITABLE AND IN ACCORDANCE WITH ACCEPTED LOCAL PRACTICE.
PLANTS SHALL NOT BE INSTALLED IN TOPSOIL THAT IS IN A MUDDY OR FROZEN CONDITION.

C. ANY INJURED ROOTS OR BRANCHES SHALL BE PRUNED TO MAKE CLEAN-CUT ENDS PRIOR TO PLANTING
UTILIZING CLEAN, SHARP TOOLS.  ONLY INJURED OR DISEASED BRANCHING SHALL BE REMOVED.

D. ALL PLANTING CONTAINERS AND MATERIALS SHALL BE REMOVED FROM ROOT BALLS DURING PLANTING.

E. PRIOR TO THE ISSUANCE OF ANY CERTIFICATE OF OCCUPANCY, THE PROPOSED LANDSCAPE, AS SHOWN ON THE
APPROVED LANDSCAPE PLAN, MUST BE INSTALLED, INSPECTED AND APPROVED BY THE APPROVING AGENCY.
THE APPROVING AGENCY SHALL TAKE INTO ACCOUNT SEASONAL CONSIDERATIONS IN THIS REGARD.

F. FOR PLANT INSTALLATION, REFERENCE THE CITY OF ROCKVILLE, MD FORESTRY DETAILS A-1 (SHADE TREE
PLANTING DETAIL, A-2 (EVERGREEN TREE PLANTING DETAIL), AND A-7 (SOIL REHABILITATION DETAIL).

G. ALL PLANTING AREAS AND PLANTING PITS SHALL BE MULCHED AS SPECIFIED HEREIN TO FILL THE ENTIRE BED
AREA OR SAUCER.  NO MULCH IS TO TOUCH THE TRUNK OF THE TREE OR SHRUB.

H. ALL PLANTING AREAS SHALL BE WATERED IMMEDIATELY UPON INSTALLATION IN ACCORDANCE WITH THE
WATERING SPECIFICATIONS AS LISTED HEREIN.

10. TRANSPLANTING (WHEN REQUIRED)
A. ALL TRANSPLANTS SHALL BE DUG WITH INTACT ROOT BALLS CAPABLE OF SUSTAINING THE PLANT.

B. IF PLANTS ARE TO BE STOCKPILED BEFORE REPLANTING, THEY SHALL BE HEALED IN WITH MULCH OR SOIL,
ADEQUATELY WATERED AND PROTECTED FROM EXTREME HEAT, SUN AND WIND.

C. PLANTS SHALL NOT BE DUG FOR TRANSPLANTING BETWEEN APRIL 10 AND JUNE 30.

D. TRANSPLANTS SHALL BE GUARANTEED FOR THE LENGTH OF THE GUARANTEE PERIOD SPECIFIED HEREIN.

E. IF TRANSPLANTS DIE, SHRUBS AND TREES LESS THAN SIX INCHES (6") DBH SHALL BE REPLACED IN KIND.  TREES
GREATER THAN SIX INCHES (6") DBH MAY BE REQUIRED TO BE REPLACED IN ACCORDANCE WITH THE
MUNICIPALITY'S TREE REPLACEMENT GUIDELINES.

11. WATERING
A. NEW PLANTINGS OR LAWN AREAS SHALL BE ADEQUATELY IRRIGATED BEGINNING IMMEDIATELY AFTER PLANTING.

WATER SHALL BE APPLIED TO EACH TREE AND SHRUB IN SUCH MANNER AS NOT TO DISTURB BACKFILL AND TO
THE EXTENT THAT ALL MATERIALS IN THE PLANTING HOLE ARE THOROUGHLY SATURATED.  WATERING SHALL
CONTINUE AT LEAST UNTIL PLANTS ARE ESTABLISHED.

B. SITE OWNER SHALL PROVIDE WATER IF AVAILABLE ON SITE AT TIME OF PLANTING.  IF WATER IS NOT AVAILABLE
ON SITE, CONTRACTOR SHALL SUPPLY ALL NECESSARY WATER.

C. IF AN IRRIGATION SYSTEM HAS BEEN INSTALLED ON THE SITE, IT SHALL BE USED TO WATER PROPOSED PLANT
MATERIAL, BUT ANY FAILURE OF THE SYSTEM DOES NOT ELIMINATE THE CONTRACTOR'S RESPONSIBILITY OF
MAINTAINING THE DESIRED MOISTURE LEVEL FOR VIGOROUS, HEALTHY GROWTH.

12. GUARANTEE
A. THE LANDSCAPE CONTRACTOR SHALL GUARANTEE ALL PLANTS FOR A PERIOD OF ONE (1) YEAR FROM APPROVAL

OF LANDSCAPE INSTALLATION BY THE APPROVING AGENCY.  CONTRACTOR SHALL SUPPLY THE OWNER WITH A
MAINTENANCE BOND FOR TEN PERCENT (10%) OF THE VALUE OF THE LANDSCAPE INSTALLATION WHICH WILL BE
RELEASED AT THE CONCLUSION OF THE GUARANTEE PERIOD AND WHEN A FINAL INSPECTION HAS BEEN
COMPLETED AND APPROVED BY THE OWNER OR AUTHORIZED  REPRESENTATIVE.

B. ANY DEAD OR DYING PLANT MATERIAL SHALL BE REPLACED FOR THE LENGTH OF THE GUARANTEE PERIOD.
REPLACEMENT OF PLANT MATERIAL SHALL BE CONDUCTED AT THE FIRST SUCCEEDING PLANTING SEASON.  ANY
DEBRIS SHALL BE DISPOSED OF OFF-SITE, WITHOUT EXCEPTION.

C. TREES AND SHRUBS SHALL BE MAINTAINED BY THE CONTRACTOR DURING CONSTRUCTION AND THROUGHOUT
THE 90 DAY MAINTENANCE PERIOD AS SPECIFIED HEREIN.  CULTIVATION, WEEDING, WATERING AND THE
PREVENTATIVE TREATMENTS SHALL BE PERFORMED AS NECESSARY TO KEEP PLANT MATERIAL IN GOOD
CONDITION AND FREE OF INSECTS AND DISEASE.

D. LAWNS SHALL BE MAINTAINED THROUGH WATERING, FERTILIZING, WEEDING, MOWING, TRIMMING AND OTHER
OPERATIONS SUCH AS ROLLING, REGARDING AND REPLANTING AS REQUIRED TO ESTABLISH A SMOOTH,
ACCEPTABLE LAWN, FREE OF ERODED OR BARE AREAS.

13. CLEANUP
A. UPON THE COMPLETION OF ALL LANDSCAPE INSTALLATION AND BEFORE THE FINAL ACCEPTANCE, THE

CONTRACTOR SHALL REMOVE ALL UNUSED MATERIALS, EQUIPMENT AND DEBRIS FROM THE SITE.  ALL PAVED
AREAS ARE TO BE CLEANED.

B. THE SITE SHALL BE CLEANED AND LEFT IN A NEAT AND ACCEPTABLE CONDITION AS APPROVED BY THE OWNER
OR AUTHORIZED REPRESENTATIVE.
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